


DUCATI energia s.p.a. Fiyat Listesi 2010

SERIE Ratings Capacitance D H Code no. Liste Fiyatı

Power Electronics V uF mm mm 416.42. EURO

250 Vac 2 25 60 105x 3,84
GP 42 420 Vdc 5 30 60 123x 4,09

10 35 72 142x 4,86
AC STANDARD 15 40 72 155x 5,63
CYLINDRICAL 20 40 98 163x 6,40
CAPACITORS 25 40 98 166x 6,65

30 40 98 169x 6,91
40 45 122 182x 8,70
50 45 122 189x 9,98
60 50 122 192x 12,03
70 55 122 195x 13,56
80 55 122 197x 14,59

100 60 137 199x 17,15
330 Vac 1 25 60 203x 3,84
560 Vdc 2 30 53 212x 4,35

5 35 60 239x 5,12
10 40 72 249x 5,63
15 40 98 258x 6,91
20 45 98 268x 7,93
25 45 122 275x 8,96
35 50 122 288x 11,00
50 55 132 294x 14,33
60 60 137 298x 17,15

450 Vac 1 25 60 308x 4,34
700 Vdc 2 30 60 329x 4,85

5 40 72 347x 5,63
10 40 98 358x 6,91
15 45 122 377x 8,96
20 50 122 388x 11,00
25 55 132 392x 13,56
30 55 132 395x 14,33
35 60 137 397x 16,38
40 60 137 399x 17,15

525 Vac 1 30 98 410x 5,89
840 Vdc 2 30 98 415x 6,14

5 40 98 433x 7,42
10 50 98 458x 11,26
15 55 135 463x 14,84
20 55 135 468x 16,63
25 60 135 478x 18,94
35 60 181 488x 24,06

690 Vac 0,68 30 98 612x 7,42
1120 Vdc 1 30 98 615x 8,45

2 35 98 623x 9,21
5 50 98 651x 10,49
8 55 135 662x 13,56
10 55 135 668x 15,10
15 60 135 678x 17,66
20 60 181 688x 21,50

930 Vac 0,68 40 115 9104 8,19
1400 Vdc 1 40 115 9144 9,21

2 40 115 9184 11,00
5 55 115 9494 16,12
8 60 150 9614 18,94
10 65 150 9754 22,01
12 65 165 9854 24,82
14 65 165 9894 26,36

Code description: 416.42.wwwx    "x" terminals configuration, standard double-faston, see catalogue Ducati.
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DUCATI energia s.p.a. Fiyat Listesi 2010

SERIE Ratings Capacitance D H Code no. Liste Fiyatı

Power Electronics V uF mm mm 416.84. EURO

250Vac 60 55 115 21x0 / 2 28,92
GP 84 490 Vdc 80 55 115 21x0 / 2 31,99

100 55 150 22x0 / 2 35,32
AC HIGH POWER 120 55 150 22x0 / 2 38,90

CYLINDRICAL 150 60 150 23x0 / 2 42,23
CAPACITORS 175 65 150 24x0 / 2 49,39

200 65 165 25x0 / 2 51,44
230 75 180 26x1 67,05
250 75 180 26x1 73,19
300 75 180 26x1 85,22
350 85 180 27x1 94,94
400 85 180 27x1 102,11
500 90 210 29x1 134,87
600 85 280 29x1 145,62

330Vac 50 55 115 31x0 / 2 29,17
600 Vdc 80 55 150 32x0 / 2 32,76

100 55 150 32x0 / 2 37,88
120 60 150 33x0 / 2 39,67
150 65 150 34x0 / 2 47,60
175 65 165 35x0 / 2 55,02
200 75 180 36x1 77,80
250 75 180 36x1 85,99
300 85 180 37x1 97,76
350 85 210 38x1 109,79
400 90 210 39x1 122,07
450 85 280 39x1 137,43

450 Vac 20 55 115 40x0 / 2 26,10
825 Vdc 30 55 115 40x0 / 2 28,66

40 55 150 41x0 / 2 31,99
50 55 150 41x0 / 2 33,52
70 65 150 43x0 / 2 40,18
80 65 150 43x0 / 2 42,48
90 65 165 44x0 / 2 44,53

100 75 180 45x1 69,35
150 85 180 46x1 88,29
200 90 210 48x1 106,72
250 85 280 49x1 117,72
300 90 280 49x1 128,72

550 Vac 20 55 115 50x0 / 2 27,13
940 Vdc 30 55 150 51x0 / 2 31,22

40 55 150 51x0 / 2 33,78
50 60 150 52x0 / 2 37,36
70 65 165 54x0 / 2 46,06
80 75 180 55x1 72,42

100 85 180 56x1 80,36
125 85 180 56x1 86,75
150 85 280 58x1 105,95
200 85 280 58x1 120,02
250 100 280 59x1 143,82
300 100 280 59x1 151,76

690 Vac 10 55 150 60x0 / 2 29,69
1350 Vdc 15 55 150 60x0 / 2 36,08

20 65 150 61x0 / 2 39,67
30 65 165 62x0 / 2 45,81
40 75 180 63x1 68,84
50 75 180 63x1 75,24
70 85 210 65x1 100,57
85 90 210 66x1 108,51

100 100 210 67x1 119,51
125 90 280 68x1 129,24
150 100 280 69x1 147,41
175 100 280 69x1 154,06

930 Vac 10 55 150 90x0 / 2 31,73
1700 Vdc 15 65 150 91x0 / 2 38,39

20 65 165 92x0 / 2 45,81
30 75 180 93x1 76,26
35 75 210 94x1 85,22
40 85 210 95x1 96,22
45 85 210 95x1 99,29
50 85 210 95x1 105,44
55 90 210 96x1 118,74
70 100 210 97x1 124,89
85 90 280 98x1 140,24

100 100 280 99x1 154,57

Code description: 416.84.wwxz    "z" terminals: 0 -> M6 bolt. 1 -> M10 bolt.   2 -> double-faston Imax=16A.
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DUCATI energia s.p.a. Fiyat Listesi 2010

SERIE Ratings Capacitance D H Code no. Liste Fiyatı

Power Electronics V uF mm mm 416.85. EURO

900 Vdc 160 75 105 110x 45,81
DC 85-C 250 75 105 115x 53,49

400 75 140 130x 66,54
DC-LINK 500 85 140 140x 84,45

CYLINDRICAL 600 85 155 160x 94,69
CAPACITORS 1000 100 185 170x 122,07

1500 100 255 180x 152,52
1750 100 285 190x 170,95

1100 Vdc 120 75 105 210x 49,65
200 75 140 220x 60,65
370 85 140 230x 78,82
410 85 155 240x 83,17
700 100 185 260x 110,04

1000 100 255 270x 128,21
1200 100 285 280x 152,52
1600 100 373 290x 170,95

1300 Vdc 100 75 105 310x 49,65
180 75 140 320x 57,58
250 85 140 330x 67,82
300 85 155 340x 70,38
470 100 185 350x 110,04
700 100 255 360x 127,45
820 100 285 370x 152,52

1000 100 373 399x 175,81
1550 Vdc 85 75 105 410x 48,37

140 75 140 420x 55,79
185 85 140 430x 65,51
200 85 155 440x 67,82
350 100 185 450x 110,04
500 100 255 460x 128,21
600 100 285 480x 152,52
750 100 373 499x 170,95

1800 Vdc 60 75 105 510x 47,86
100 75 140 520x 55,02
135 85 140 530x 64,75
150 85 155 540x 67,31
240 100 185 550x 110,04
360 100 255 560x 128,21
420 100 285 580x 152,52
550 100 373 599x 170,95

Code description: 416.85.wwwx    "x" terminals: 0 -> M6 internal thread. 1 -> M8 screw-type bolt.

SERIE Ratings Capacitance W x D H Code no. Liste Fiyatı

Power Electronics V uF mm mm 416.85. EURO

750 Vdc 2000 165x165 153 050x 460,65

DC 85-B 2250 165x165 153 090x 486,24

900 Vdc 1300 165x165 153 150x 345,48

DC-LINK 1500 165x165 153 190x 358,28

BOX 1100 Vdc 900 165x165 153 250x 345,48

CAPACITORS 1200 165x165 153 290x 358,28

1250 Vdc 650 165x165 153 350x 345,48

1000 165x165 153 390x 358,28

1450 Vdc 500 165x165 153 450x 345,48

750 165x165 153 490x 358,28

1800 Vdc 350 165x165 153 550x 345,48

420 165x165 153 590x 358,28

2200 Vdc 220 165x165 153 650x 345,48

280 165x165 153 690x 358,28

2800 Vdc 150 165x165 153 750x 345,48

180 165x165 153 790x 358,28

4000 Vdc 55 165x165 153 850x 345,48

80 165x165 153 890x 358,28

Code description: 416.85.wwwx    "x" terminals configuration, see catalogue Ducati.
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DUCATI energia s.p.a. Fiyat Listesi 2010

SERIE Ratings Power HSV BIL Code no. Liste Fiyatı

PFC Medium Voltage V / Hz kVAR kV kV/kV 415.5x. EURO

1,45 - 6,9 kV 25 12 28/75 xxxx 1.107,89
MV 1-PHASE 50 Hz (*) 50 12 28/75 xxxx 1.208,61

2 Bushings 67 12 28/75 xxxx 1.284,15
SINGLE-PHASE 83 12 28/75 xxxx 1.354,65
CAPACITORS 100 12 28/75 xxxx 1.460,41

133 12 28/75 xxxx 1.520,84
150 12 28/75 xxxx 1.626,59
167 12 28/75 xxxx 1.712,20
200 12 28/75 xxxx 1.812,92
250 12 28/75 xxxx 2.064,71
300 12 28/75 xxxx 2.316,50
350 12 28/75 xxxx 2.442,40
400 12 28/75 xxxx 2.618,66
450 12 28/75 xxxx 2.769,73
500 12 28/75 xxxx 2.971,17
550 12 28/75 xxxx 3.122,25
600 12 28/75 xxxx 3.323,68
650 12 28/75 xxxx 3.525,12
700 12 28/75 xxxx 3.726,55
750 12 28/75 xxxx 3.978,35
800 12 28/75 xxxx 4.204,96

7,2 - 13,9 kV 50 24 50/125 xxxx 1.258,97
50 Hz (*) 67 24 50/125 xxxx 1.334,51

2 Bushings 83 24 50/125 xxxx 1.405,01
100 24 50/125 xxxx 1.510,76
133 24 50/125 xxxx 1.571,19
150 24 50/125 xxxx 1.676,95
167 24 50/125 xxxx 1.762,56
200 24 50/125 xxxx 1.863,28
250 24 50/125 xxxx 2.115,07
300 24 50/125 xxxx 2.366,86
350 24 50/125 xxxx 2.492,76
400 24 50/125 xxxx 2.669,02
450 24 50/125 xxxx 2.820,09
500 24 50/125 xxxx 3.021,53
550 24 50/125 xxxx 3.172,60
600 24 50/125 xxxx 3.374,04
650 24 50/125 xxxx 3.575,48
700 24 50/125 xxxx 3.776,91
750 24 50/125 xxxx 4.028,70
800 24 50/125 xxxx 4.255,32

14,2 - 21,5 kV 50 36 70/170 xxxx 1.309,33
50 Hz (*) 67 36 70/170 xxxx 1.384,87
1 Bushing 83 36 70/170 xxxx 1.455,37

100 36 70/170 xxxx 1.561,12
133 36 70/170 xxxx 1.621,55
150 36 70/170 xxxx 1.727,31
167 36 70/170 xxxx 1.812,92
200 36 70/170 xxxx 1.913,63
250 36 70/170 xxxx 2.165,43
300 36 70/170 xxxx 2.417,22
350 36 70/170 xxxx 2.543,12
400 36 70/170 xxxx 2.719,38
450 36 70/170 xxxx 2.870,45
500 36 70/170 xxxx 3.071,89
550 36 70/170 xxxx 3.222,96
600 36 70/170 xxxx 3.424,40
650 36 70/170 xxxx 3.625,83
700 36 70/170 xxxx 3.827,27
750 36 70/170 xxxx 4.079,06
800 36 70/170 xxxx 4.305,68

(*) All the capacitors are suitable for 50/60 Hz network.
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DUCATI energia s.p.a. Fiyat Listesi 2010

SERIE Ratings Power HSV BIL Code no. Liste Fiyatı

PFC Medium Voltage V / Hz kVAR kV kV/kV 415.51. EURO

3,3 kV 50 12 28/75 1000 1.386,91
MV 3-PHASE 50 Hz (*) 75 12 28/75 1100 1.536,42

3 Bushings 100 12 28/75 1200 1.613,76
THREE-PHASE 150 12 28/75 1300 1.917,95
CAPACITORS 200 12 28/75 1400 2.072,62

250 12 28/75 1500 2.366,50
300 12 28/75 1600 2.546,96
350 12 28/75 1700 2.882,08
400 12 28/75 1800 3.325,48
450 12 28/75 xxxx 3.505,93
500 12 28/75 xxxx 3.609,05
550 12 28/75 xxxx 3.763,72

 600 12 28/75 xxxx 4.071,01
5,75 kV 50 12 28/75 xxxx 1.520,96
50 Hz (*) 75 12 28/75 xxxx 1.639,54

3 Bushings 100 12 28/75 xxxx 1.747,81
150 12 28/75 xxxx 2.021,07
200 12 28/75 xxxx 2.103,56
250 12 28/75 xxxx 2.500,55
300 12 28/75 xxxx 2.639,76
350 12 28/75 xxxx 2.840,84
400 12 28/75 xxxx 3.067,69
450 12 28/75 xxxx 3.433,75
500 12 28/75 xxxx 3.464,69
550 12 28/75 xxxx 3.665,76

 600 12 28/75 xxxx 4.146,80
6,3 kV 50 12 28/75 2000 1.520,96

50 Hz (*) 75 12 28/75 2100 1.639,54
3 Bushings 100 12 28/75 2200 1.747,81

150 12 28/75 2300 2.021,07
200 12 28/75 2400 2.103,56
250 12 28/75 2500 2.500,55
300 12 28/75 2600 2.639,76
350 12 28/75 2700 2.840,84
400 12 28/75 2800 3.067,69
450 12 28/75 3900 3.433,75
500 12 28/75 2900 3.464,69
550 12 28/75 8000 3.665,76

 600 12 28/75 7800 4.146,80
11 kV 50 12 28/75 5600 1.685,94

50 Hz (*) 75 12 28/75 xxxx 1.804,52
3 Bushings 100 12 28/75 xxxx 1.907,64

150 12 28/75 5900 2.005,60
200 12 28/75 7900 2.335,57
250 12 28/75 7701 2.541,80
300 12 28/75 7100 2.820,21
350 12 28/75 7000 3.031,60
400 12 28/75 7200 3.402,82
450 12 28/75 8700 3.567,80
500 12 28/75 7300 3.701,85
550 12 28/75 xxxx 4.021,51

 600 12 28/75 8300 4.253,52

(*) All the capacitors are suitable for 50/60 Hz network.
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DUCATI energia s.p.a. Fiyat Listesi 2010

SERIE Ratings Power Capacitors Capacitors Code no. Liste Fiyatı

PFC Medium Voltage V / Hz kVAR No. kVAR/unit 415.6x. EURO

3,1 - 12 kV 300 6 50 xxxx 11.474,25
MV BANKS 50 - 60 Hz 400 6 67 xxxx 11.927,48

BIL 28/75 kV 500 6 83 xxxx 12.350,50
Yn-Yn 600 6 100 xxxx 12.985,02

CAPACITOR BANKS 800 6 133 xxxx 13.347,60
UP TO 24 kV 900 6 150 xxxx 13.982,12

1000 6 167 xxxx 14.495,78
1200 6 200 xxxx 15.100,09
1500 6 250 xxxx 16.610,85
1800 6 300 xxxx 18.121,62
2100 6 350 xxxx 18.877,00
2400 6 400 xxxx 19.934,53
2700 6 450 xxxx 20.840,99
3000 6 500 xxxx 22.049,60
3300 6 550 xxxx 22.956,06
3600 6 600 xxxx 24.164,67
3900 6 650 xxxx 25.373,28
4200 6 700 xxxx 26.581,89
4500 6 750 xxxx 28.092,66
4800 6 800 xxxx 29.452,35
4800 12 400 xxxx 35.646,48
5400 12 450 xxxx 37.459,40
6000 12 500 xxxx 39.876,62
6600 12 550 xxxx 41.689,54
7200 12 600 xxxx 44.106,76
7800 12 650 xxxx 46.523,98
8400 12 700 xxxx 48.941,20
9000 12 750 xxxx 51.962,73
9600 12 800 xxxx 54.682,11
9000 18 500 xxxx 58.461,54
9900 18 550 xxxx 61.180,91
10800 18 600 xxxx 64.806,74
11700 18 650 xxxx 68.432,58
12600 18 700 xxxx 72.058,41
13500 18 750 xxxx 76.590,70
14400 18 800 xxxx 80.669,77
14400 24 600 xxxx 85.506,73
15600 24 650 xxxx 90.341,18
16800 24 700 xxxx 95.175,62
18000 24 750 xxxx 101.218,68
19200 24 800 xxxx 106.657,43

12,5 - 24 kV 300 6 50 xxxx 11.776,41
50 - 60 Hz 400 6 67 xxxx 12.229,64

BIL 50/125 kV 500 6 83 xxxx 12.652,65
600 6 100 xxxx 13.287,17
800 6 133 xxxx 13.649,75
900 6 150 xxxx 14.284,27
1000 6 167 xxxx 14.797,93
1200 6 200 xxxx 15.402,24
1500 6 250 xxxx 16.913,00
1800 6 300 xxxx 18.423,77
2100 6 350 xxxx 19.179,15
2400 6 400 xxxx 20.236,69
2700 6 450 xxxx 21.143,14
3000 6 500 xxxx 22.351,76
3300 6 550 xxxx 23.258,21
3600 6 600 xxxx 24.466,82
3900 6 650 xxxx 25.675,44
4200 6 700 xxxx 26.884,05
4500 6 750 xxxx 28.394,81
4800 6 800 xxxx 29.754,50
4800 12 400 xxxx 36.250,79
5400 12 450 xxxx 38.063,70
6000 12 500 xxxx 40.480,92
6600 12 550 xxxx 42.293,84
7200 12 600 xxxx 44.711,06
7800 12 650 xxxx 47.128,29
8400 12 700 xxxx 49.545,51
9000 12 750 xxxx 52.567,04
9600 12 800 xxxx 55.286,41
9000 18 500 xxxx 59.367,99
9900 18 550 xxxx 62.087,37
10800 18 600 xxxx 65.713,20
11700 18 650 xxxx 69.339,04
12600 18 700 xxxx 72.964,87
13500 18 750 xxxx 77.497,16
14400 18 800 xxxx 81.576,23
14400 24 600 xxxx 86.715,34
15600 24 650 xxxx 91.549,79
16800 24 700 xxxx 96.384,23
18000 24 750 xxxx 102.427,29
19200 24 800 xxxx 107.866,04

CAPACITOR UNITS ACCESSORIES
 - Capacitance Tolerance: -5/+10%  - Unbalance Current Transformer: included
 - Capacitor Dielectric Losses: < 0.01%  - Unbalance Protection Relay: included
 - Discharge Resistors: built in (< 75 V in 600 s)  - Hot dip galvanized steel rack: included
 - Internal Fuses: no  - Insulators, copper connections: included
 - Capacitor Bushings: 2  - Inrush Current Limiting Reactors: optional (not incl.)
 - HSV 12kV -> BIL 28/75kV  - External Expulsion Fuses: optional (not incl.)
 - HSV 24kV -> BIL 50/125kV
 - Maximum Altitude: 1000 m (a.s.l.) GENERAL
 - Standard Temperature Class: -25/B (+45°C)  - Connection: Yn-Yn (1 section in series)
 - Impregnating: Jarylec oil, highly stable, no-PCB  - Standards: IEC 871-1/2 - Protection degree: IP00
 - Installation: outdoor/indoor  - General characteristics as per Ducati catalogue
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DUCATI energia s.p.a. Fiyat Listesi 2010

SERIE Ratings Power Capacitors Capacitors Code no. Liste Fiyatı

PFC Medium Voltage V / Hz kVAR No. kVAR/unit 415.6x. EURO

24,5 - 36 kV 600 12 50 xxxx 33.035,38
MV BANKS 50 - 60 Hz 800 12 67 xxxx 33.941,83

BIL 70/170 kV 1000 12 83 xxxx 34.787,86
Yn-Yn 1200 12 100 xxxx 36.056,90

CAPACITOR BANKS 1600 12 133 xxxx 36.782,07
UP TO 36 kV 1800 12 150 xxxx 38.051,11

2000 12 167 xxxx 39.078,43
2400 12 200 xxxx 40.287,04
3000 12 250 xxxx 43.308,57
3600 12 300 xxxx 46.330,10
4200 12 350 xxxx 47.840,86
4800 12 400 xxxx 49.955,93
5400 12 450 xxxx 51.768,85
6000 12 500 xxxx 54.186,07
6600 12 550 xxxx 55.998,99
7200 12 600 xxxx 58.416,21
7800 12 650 xxxx 60.833,44
8400 12 700 xxxx 63.250,66
9000 12 750 xxxx 66.272,19
9600 12 800 xxxx 68.991,56
9600 24 400 xxxx 88.002,01
10800 24 450 xxxx 91.627,84
12000 24 500 xxxx 96.462,29
13200 24 550 xxxx 100.088,12
14400 24 600 xxxx 104.922,57
15600 24 650 xxxx 109.757,01
16800 24 700 xxxx 114.591,46
18000 24 750 xxxx 120.634,51
19200 24 800 xxxx 126.073,27
18000 36 500 xxxx 138.738,50
19800 36 550 xxxx 144.177,26
21600 36 600 xxxx 151.428,92
23400 36 650 xxxx 158.680,59
25200 36 700 xxxx 165.932,26
27000 36 750 xxxx 174.996,84
28800 36 800 xxxx 183.154,97
28800 48 600 xxxx 199.017,99
31200 48 650 xxxx 208.686,88
33600 48 700 xxxx 218.355,77
36000 48 750 xxxx 230.441,89
38400 48 800 xxxx 241.319,39

CAPACITOR UNITS ACCESSORIES
 - Capacitance Tolerance: -5/+10%  - Unbalance Current Transformer: included
 - Capacitor Dielectric Losses: < 0.01%  - Unbalance Protection Relay: included
 - Discharge Resistors: built in (< 75 V in 600 s)  - Hot dip galvanized steel rack: included
 - Internal Fuses: no  - Insulators, copper connections: included
 - Capacitor Bushing: 1  - Inrush Current Limiting Reactors: optional (not incl.)
 - Capacitor Case: not insulated  - External Expulsion Fuses: optional (not incl.)
 - HSV 36kV -> BIL 70/170kV
 - Maximum Altitude: 1000 m (a.s.l.) GENERAL
 - Standard Temperature Class: -25/B (+45°C)  - Connection: Yn-Yn (2 sections in series)
 - Impregnating: Jarylec oil, highly stable, no-PCB - Standards: IEC 871-1/2 - Protection degree: IP00
 - Installation: outdoor/indoor  - General characteristics as per Ducati catalogue

www.sistemaenerji.com


